
Checklist for Installation, release to Service and update of Aircraft 

documentation for LXNAV ADI2 

Before installation Responsible 

• Is Aircraft on approved model list (AML) (494 Types + Models) * 

• Backup system available (Pitot-Static ASI/Altimeter) 

• Is batterie capacity sufficient (~1,2Ah,  90-140 mA * 10hrs) 

• 1A resetable CB required (e.G. Klixxon 7277) 

• This CB should not be used for any other System or Instrument 

required for safe flight and shall not be used for backup system 

*Note: If you can’t find the Aircraft type or model on the AML, please contact 
LXNAV 

Operator 

During installation  

• No change to Pitot or static probe allowed! 

• Measuring point for OAT shall not be altered 

• Good workmanship (eg. AC 43.13, CS-SC 401d) 

Installer 

After Installation  

• FOD check 

• Perform post installation check 

• Pitot static test iaw. AC 43.13 Appendix E 

• Update equipment list 

• Perform A/C W+B 

• Update PoH / AML with Airplane flight manual supplement (AFMS) + 

Weighing data 

• Release to service 

CAO or 
Certifying 
stuff 

• Update Aircraft Repair and change log 

• Update AMP 

• Update Maintenance Manual with Installation instruction 

Operator 

 


